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SAFETY AND BUILDINGS DIVISION 

Plumbing Product Review 

P.O. Box 2658 

Madison, Wisconsin 53701-2658 

TTY: Contact Through Relay 

 

Scott Walker, Governor 

Dave Ross, Secretary 
 

September 15, 2011 
 

RIVEER ENVIRONMENTAL 
JOHN GOODELL 
233 VETERANS BLVD. 
SOUTH HAVEN  MI  49090 

 

Re: Description: GRAYWATER REUSE SYSTEM 
 Manufacturer: RIVEER ENVIRONMENTAL 
 Product Name: CYCLONATOR FILTRATION SYSTEMS 
 Model Number(s): CII, CIIS, CIII AND CIIIS 
 Product File No: 20110288 

The specifications and/or plans for this plumbing product have been reviewed and determined to be in 
compliance with chapters Comm 82 through 84, Wisconsin Administrative Code, and Chapters 145 and 
160, Wisconsin Statutes. 

The Department hereby issues an approval based on the Wisconsin Statutes and the Wisconsin 
Administrative Code.  This approval is valid until the end of September 2016. 

This approval is contingent upon compliance with the following stipulation(s): 
 

� A plumbing plan must be submitted and approved prior to each proposed installation in 
accordance with Comm 82.20 (1) (a) 2.  A Plumbing Plan Review must be successfully 
completed prior to each proposed installation.  A minimum of four sets of completed plans and 
specifications, signed by a Wisconsin registered Architect, Designer, Engineer or licensed Master 
Plumber shall be submitted along with the following specific information: 
 
a.  A "Plumbing Plan Review Application" (i.e. SBD-6154) and required fee;    
b.  A scaled plot plan; 
c.  A scaled floor plan; 
d.  A drain, waste and vent system (i.e. DWV) isometric drawing for the engineered 
     blackwater/graywater system; 
e.  A non-potable water system isometric drawing; 
f.   A potable water system isometric drawing; 
g.  A maintenance manual addressing all serviceable components or systems; 
h.  A written contingency plan; and 
i.   Water calculation worksheets: 
 
     1.  The complete non-potable water system; and 
     2.  The complete potable water system 
 
j.  A copy of this approval letter 
 
For system installations that include irrigation and/or infiltration, the following information must 
also be provided: 
 
k.   The soil type; and 
l.     Infiltration rate 
 
After the plan review process is complete, and the installation is finished,  the State Plumbing 
Consultant assigned to the county in which the installation is located, shall inspect the completed 
installation.  The final installation shall be completed and passed before the system is put into 
service.  Some of the information listed previously may not pertain to a specific installation. 
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� Monitoring of these systems shall be performed by licensed POWTS Maintainers, Master 
Plumbers or licensed professional Engineers.  The maintenance of these systems may be 
performed by an unlicensed individual. 

� Any initial start-up water, or make-up water, added to these systems must be supplied from a NR 
811 or NR 812 approved source. 

� Any wastewater or waste materials (e.g. sludge, scum) withdrawn from these systems must be 
disposed of in accordance with NR 113. 

� Installation and servicing of these systems must be performed in accordance with the 
manufacturer's written instructions and this approval letter.  A copy of the manufacturer's 
installation and servicing instructions, and a copy of this approval letter, must be given to the 
owner of each system and kept on site. 

� The concentration (C) in mg/l multiplied by time (T) in minutes = the CT value for the ozonation 
process.  These CT values vary with the temperature of the water to be treated and the minimum 
required CT values are as follows: 
 
Temperature (F)            34            41            50            59            68            77+  
Ozone CT Value           2.9          1.9           1.4           0.95         0.72         0.48 
 
CT values between the indicated temperature may be determined by linear interpolation.  If no 
interpolation is used, then use the CT value at the lower temperature for determining the CT 
value between indicated temperatures. 

� All sumps, and their associated ejectors and pumps, shall conform to s. Comm 82.30 (10). 

� The devices shall bear a conspicuous label indicating the water is unfit for human 
consumption/non-potable. 
 
We suggest, but do not require, such labels express the warning bilingually. 

� All exposed piping shall be labeled in accordance with Table 82.40-1a. 

� The catch basin shall conform to s. Comm 82.34(4)(a)2. 

� The trench drain leading to the catch basin shall conform to s. Comm 82.34(4). 

The department is in no way endorsing this product or any advertising, and is not responsible for any 
situation which may result from its use. 

Sincerely, 
 
 
 
Glen W. Schlueter 
Engineering Consultant-Plumbing Product Reviewer 
Bureau of Integrated Services 
Safety and Buildings Division 
Department of Commerce 
(608) 267-1401 Phone 
(608) 267-9566 Fax 
glen.schlueter@wi.gov Email 
8:00AM – 4:30PM Work Hours 
GWS:gws 


